
CERTIFICATE NO.: 2021322312003773

NAME AND ADDRESS OF THE APPLICANT

Schniewindt GmbH & Co. KG

Schoentaler Weg 46, Neuenrade, Germany

NAME AND ADDRESS OF THE MANUFACTURER

Schniewindt GmbH & Co. KG

Schoentaler Weg 46, Neuenrade, Germany

NAME AND ADDRESS OF THE FACTORY

Schniewindt GmbH & Co. KG

Schoentaler Weg 46, Neuenrade, Germany

NAME, SERIES, MODEL AND SPECIFICATION

Heater

95 ** / **-Ex *** *** T * / T ***°C / **

THE STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS

GB/T 3836.1-2021、GB/T 3836.2-2021、GB/T 3836.3-2021、GB/T 3836.31-2021 

 

This is to certify that the above-mentioned product(s)complies with the requirements of 

implementation rules for compulsory certification (CNCA-C23-01:2024).

Issue date:2026-02-28 Valid until:2031-02-27

Date of initial issue:2021-03-03

Type of Certification: Type test + Initial inspection + Surveillance inspection

The certificate details and validity can be verified by scanning the QR code below or logging into the 

issuing authority’s official website. It can also be inquired on the CNCA website (www.cnca.gov.cn).

(In case of dispute, the Chinese text shall prevail.)
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产品名称： 

加热器 

 

型号规格： 

95 ** / **-Ex *** *** T * / T ***℃ / ** 

95 a / b c -Ex d e T f / T g ℃ / h 

a 代表操作模式，代码可为 GB 代表气态介质，可燃性气体环境、可为 GN 代

表气态介质，不要求对设备的构造，安装和使用做特殊预防措施、可为 F 代

表液态介质； 

b 代表加热元件类型，代码可为 R 代表管状加热元件、可为 H 代表大功率压

缩套筒式、可为 P 代表套筒式； 

c代表加热元件材料，代码可为 C 代表不锈钢、可为 S 代表碳钢； 

d代表保护类型，代码可为“de”适用于Ⅱ类、“det”适用于Ⅱ类或Ⅲ类； 

e 代表功率，单位 kW，代码最大值为 83.8， 即最高允许功率 83.8kW； 

f代表温度等级，代码可为 1 代表 T1、2 代表 T2、3 代表 T3、4 代表 T4、5 

代表 T5、6 代表 T6； 

g 代表可选的最高表面温度，单位℃，代码可为 450 代表 T450℃、300 代表

T300℃、200 代表 T200℃、135 代表 T135℃、100 代表 T100℃、85 代表

T85℃； 

h 代表热水器的版本,代码可为“97/D”代表即热式热水器、可为空白代表为非

即热式热水器。 

 

防爆标志： 

Ex db eb ⅡC T1⋯T6 Gb, Ex db eb ⅡB T1⋯T6 Gb， 

Ex tb IIIC T85℃⋯T450℃ Db 

 

电气参数： 

加热电路 1100V（AC/DC/3AC），44A；辅助电路 230VDC，0.25A；

400VAC，16A。 

 

相关报告编号： 

2020S17402-004320、2023S17402-010810 
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使用条件： 

1. 特殊（限制）使用条件： 

  1）制造商的说明书中可能需要额外的设备（例如温度控制器、温度限制

器、流量监测和/或液位监测）。为了保持安全，用户必须提供此类设备。对此

类额外设备的需求取决于每个加热器的单独设计和加热器的使用过程。有关信

息，请参阅说明。 

2）对于 95GN/***-Ex de***T*/T***℃和 95F/***-Ex-de***T***T***℃:必须

确保容器或管道内没有爆炸性混合物能够到达加热元件的表面。对于应用于爆

炸性粉尘环境：加热器不得安装在靠近（<2 m）存在密集充电过程的地方（例

如，高压电极、电离器等）。 

3）产品的使用环境温度：-55℃～+60℃。 

4）涉及隔爆接合面的维修须联系产品制造商。 

2.外壳防护等级: IP54，IP64(接线盒部分)。 

 




